
Option 1
Operator declares All Cl 3 and Cl 4 HCAs and 

finds identified sites within PIC in Cl 1 and Cl 2

HCA No HCA

CDA Every 
7 Yrs

P&M 3 –
Corrosion

Existing 
192 
Req.

Cl 
3/4 ?

HCA

Baseline, (ILI, 
Test, DA)

Re-Assess, max 
interval 20 yrs, 
(ILI, Test, DA)

CDA Every 7 yrs.

OR

P&M 2 –
Corrosion

Low Stress? 
(<30% SMYS)

No

Yes

No

Yes

Re-Assess, 
max 

interval 10 
or 15  yrs, 
(ILI, Test, 

DA)

Option 2
Operator uses C-FER equation.  20 bldgs. or 

identified sites in PIC in Cl 1, 2, 3, and 4 

Yes

No

P&M 1 - Ex. Dam.

Low Stress? 
(<30% SMYS)

P&M 1 -
Ex. Dam.

Low Stress 5/28/03



External -
Protected

• Electrical 
survey every 7 
yrs

External 
Corrosion –
Unprotected

• Quarterly leak 
surveys + 
every 1-1/2 
yrs determine 
areas of active 
corrosion

Internal 

• Review gas 
composition 
annually

• Periodic testing 
of fluid 
removed

• Every 7 yrs, 
evaluate data

Protected

• Semi-annual 
leak surveys

Unprotected

• Quarterly leak 
surveys

P&M 1 -
Ex. Dam.

P&M 2 –
Corrosion

P&M 3 –
Corrosion

No HCA, 
Low Stress, 
Class 3/4

HCA - Low 
Stress

HCA or No –
HCA if Low 
Stress in 
Class 3/4
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• One Call

• Qualification

• Data Collection

• API 1162

• Monitoring or 
patrolling


